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LV10 

Retrofittable analogue output transducer for instal lation on 
C102, C105, A275 & selected ARIC temperature contro llers.   

· Specifically for C102, C105, A275 & 
selected ARIC temperature controllers 

 
· Industry standard outputs in the range of  

0-20mA available 
 
· No repositioning of existing instrument 

components required  
 
· User selectable output range 
 
· User adjustable span and zero 
 
· No alteration to instrument case required 
 
· Universal DIN or surface mounted 

universal power supply 
 
· On-site fitting, calibration and maintenance 
 
· Full installation and maintenance 

instructions supplied. 
 
····    Option 
 Installation Tools & Jigs Set available. 
 Part No. LV10C - Install   (C102 & C105) 
 Part No. LV10A - Install   (A275 & ARIC) 
 (Prices available on request) 
 

 
LV10 

   

ANALOGUE OUTPUT KIT FOR C102, C105 
A275 & ARIC CONTROLLERS 

 

Instrument Specification 

Issued: February 2009 



On site installation, calibration and maintenance s ervice available by Accurate Controls 

Power Supply: 
 
Universal input power supply 
 85-265Vac 47-63Hz 
 48-300Vdc 
 
Power pack mounting: 
 
 35mm top hat DIN rail  
 Surface mount with two off M4 fixing screws 
 
Transducer: 
 
Transducer mechanically isolated from the instrument and does not affect the  
operating mechanism. 
 
Output Ranges: 
 
Adjustable for:  0-10mA or 2-10mA,  and  0-20mA or 4-20mA 
Loop resistance: 300 ohms 
 

Wiring diagram 
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